
 

 
 

AGILiGATE® family is a range of gateways allowing fast connection to a 

fieldbus, at low cost. It is intended to any equipment communicating with a 

serial protocol. AGILiGATE PROFIBUS offers the connectivity to PROFIBUS 

DPV0 network.  

 

 

 

·  no specific configuration tool ·  Configurable for any serial protocol 

·  up to 244 input bytes and 244 

output bytes can be exchanged 

·  Serial interace baud rate configurable up 

to 57600 baud 

·  PROFIBUS baud rate automatic 

detection 

·  Serial RS232 or RS485 configurable 

·  Full duplex in RS232 

·  Useful diagnostic on PROFIBUS 

and on a dedicated RS232 link 

·  Intelligent MODBUS master/slave mode 

optimizes PROFIBUS bandwidth use 

AGILiGATE PROFIBUS 
THE PROFIBUS DPV0 TO SERIAL GATEWAY 

LED status indicators 

Rotary switches for slave address setting 

RS485 termination resistor 

RS232 or R485 choice 

PROFIBUS connection 

RS232/RS485 serial connection 

RS232 diagnostic connection 
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TYPICAL USE 
 

 

In this example, AGILiGATE allows 
existing serial equipments to 
exchange information with the 
PROFIBUS network. 
 

 

NO SPECIFIC CONFIGURATION TOOL 
 

AGILiGATE® PROFIBUS is built 
into your system without any line of 
code. The configuration of the 
gateway is done in a very user 
friendly way, via your usual 
PROFIBUS configuration tool. 

 
 

CHARACTERISTICS 
   

PROFIBUS DPV0 SLAVE  SERIAL LINK 
·  9.6 kbps – 12 Mbps (auto detection)  ·  Baudrate : 600 to 57600 baud 
·  SubD9 female connector  ·  7 or 8 data bits 
·  Slave address adjustable with rotary switches  ·  Open connector 3 contacts femelle 
·  27 bytes of extended diagnostic  ·  RS232/RS485 choice 
·  Up to 244 input bytes  ·  RS485 termination resistor choice 
·  Up to 244 output bytes   
·  Maximum 300 input/output bytes  TRANSPARENT MODE 
·  1 kV isolation  ·  Configurable for any generic serial protocol 
·  Supports Sync and Freeze  ·  Adjustable end of frame detection 
·  GSD supplied and customizable  ·  Full duplex in RS232 
   
POWER SUPPLY  MODBUS MODE 
·  14 – 30 VDC  ·  Master or slave 
·  Power consumption : 1.5W  ·  Can drive up to 20 MODBUS slaves 
·  Protected against polarity inversion  ·  Adjustable frame trigger  
·  Protected against short-circuits  ·  RTU and ASCII supported 
  ·  Functions 1, 2, 3, 4, 5, 6, 7, 15 16, 23 supported 
MECHANICAL   
·  DIN-rail plastic case IP 20   
·  Dimensions : 120 x 100 x 23 mm (L x l x h)   
·  Temperature range : 0°C…+55°C   
·  Storage temperature : -25°C…+70°C   
·  Air humidity : 0…80%   

 

SERIAL 
NETWORK 

PLC  MASTER 

PROFIBUS SLAVES 

For any specific solution, do not hesitate, 
contact 


